This paper establishes hydrogeological and hydrogeochemical characteristics of a wider area of the regional well field Eastern Slavonia -Sikirevci. The research was conducted based on data gathered from the area of the Federation of Bosnia and Herzegovina and the Republic of Croatia. The aquifer Velika Kopanica is situated at the territory of the Republic of Croatia in the triangular region formed between Kopanica, Gundinci and Kruševica. The River Sava partially flows through it and the aquifer extends beneath the river to the territory of the Federation of Bosnia and Herzegovina from Donji Svilaj in the West to Domaljevac in the East where its yield is the highest. The thickness of the aquifer decreases towards the water body Odžak. It was determined that the groundwater which is extracted from wells of the wider area of the regional well field contains iron, manganese, natural ammonia and arsenic in values exceeding the maximum allowable concentration for drinking water. The increased values of these parameters are a result of mineral composition and reductive conditions in the aquifer environment. By means of a multivariate statistic cluster analysis, an overview of groups of elements is provided based on geochemical affinity and/or origin.
Introduction
Regional hydrogeological research in the part of Eastern Slavonia along the River Sava began in the 1970s (Urumović et al., 1973), (Urumović & Sokač (1974) , (Miletić & Urumović, 1975) , (Urumović et al. (1976) , (Miletić et al., 1978) with the aim of defining hydrogeological relationships in the wider study area for the purpose of solving the problem of water supply in certain communities. Based on the findings, the locations of Štitar and Županja were determined as convenient for the construction of a regional well field. Somewhat later (Miletić et al.,1978) , a segmentation of the area of the Eastern Slavonia near the River Sava was proposed based on the suitability for the construction of a well field. In the South, a gravelly aquifer is situated between the River Sava and the line Vrpolje -Cerna. Its thickness exceeds values of over 90 m. Its lithology is mainly composed of fine to medium-sized gravel with 20 %-50 % of the weight portion of sand (Bačani, 1997) . Previous hydrological research (Miletić et al., 1978) studies have shown that the most perspective area for the development of a regional well field is the area between the River Sava and the line Stari Perkovci-Velika Kopanica-Babina Greda-Štitar-Županja (see Figure 1) . Groundwater in this area is recharged by inflow from the River Sava and the infiltration of precipitation (Bačani, 1997) .
Based on the groundwater research (Pekaš & Brkić, 2007) in the period from 2005 to 2008, the final location of the regional well field Eastern Slavonia was defined in the area between Gundinci and the Sava River (see Figure 1) . Previous research also revealed that the aquifers in the area of Eastern Slavonia are both genetically and hydraulically linked to alluvial deposits of the River Bosnia where the regional well field Eastern Slavonia is situated (Briški et al., 
Data and research methodology
The study area encompasses a wider area of the regional well field Eastern Slavonia -Sikirevci (see Figure 1 ). This well field is situated in the area of Brod-Posavina County, east of Slavonski Brod and west of Slavonski Šamac, between the settlement Sikirevci and the Sava River. The area of Eastern Slavonia included in the study is located between Županja in the East, Strizivojna in the North and Donji Andrijevci in the West. Due to the spatial characteristics of the captured aquifer, the study area was expanded to include the area of the Federation of Bosnia and Herzegovina, to Kostrč in the East, Donji Svilaj in the West and Odžak in the South (see Figure 1 ). With the aim of defining and interpreting hydrogeological and hydrogeochemical characteristics of the study area, the following data was used in the paper: -published and unpublished articles, technical reports and one doctoral thesis and -results of physical, chemical and bacteriological analyses from the samples taken at the site of the regional well field Eastern Slavonia -Sikirevci, from the well in Gundinci and the wells in Bosanski Šamac and Odžak.
The data on groundwater quality was gathered from the public water service providers Vinkovci Waterworks and Sewage Company, Croatian Geological Survey, Zagreb, Šamac Waterworks and Sewage Company and the Public Company Komunalac Ltd. Odžak as well as the Institute for Public Health of Osijek-Baranja County. The analyses of water in the wells in Sikirevci and Gundinci were provided by the following institutions: the internal laboratory of Vinkovci Waterworks and Sewage Company, the Croatian Institute of Public Health, Ecology Service Zagreb and the Croatian Veterinary Institute Zagreb and the Veterinary Institute Vinkovci using the techniques and methods prescribed for drinking water (ASTM, 1995) By means of statistical software STATISTICA 8 (Statsoft Corp., 2006) and using R-mode cluster analysis, geochemical affinity/origin of water quality parameters were calculated. Cluster analysis is a procedure of recognizing groups or classes of similar variables, i.e. classifying a certain number of variables (quality parameters) into clusters with similar characteristics (Brown, 1998) . Unlike other statistical methods, cluster analysis is frequently used in cases when statistical hypotheses to be tested have not yet been defined (Bahovec, 2011) . Cluster analysis yielded the overview of the groups of elements based on their geochemical affinity and/or origin. 
Hydrogeological characteristics of a wider area of the regional well field Eastern Slavonia -Sikirevci
In the wider study area, shallow unconfined and semi-confined aquifers as well as deeper subartesian unconfined and semi-confined aquifers were identified (Nakić & Mayer, 2003) . These aquifers are composed of the late Pleistocene and Quaternary deposits. The depth decreases towards the edges of the Quaternary complex and aquifers become thinner. The basic characteristics of these deposits include a significant portion of permeable layers in the total sediment thickness with a possibility of leaking between aquifers and a relatively low level of mineralisation of water (Bačani, 1997) . The aquifer thickness decreases from the Sava River to the north, and the portion of small grain-size fraction increases. Earlier research in the area of Eastern Slavonia yielded four aquifer layers -Velika Kopanica, Vinkovci, Strizivojna and Nijemci (Miletić et al., 1986) . The aquifers were named after the locations where they were drilled for the first time (Capar, 1992) . It is assumed that a direct lateral or vertical connection exists between the aquifers Vinkovci and Velika Kopanica, due to the variability of the basement thickness, but the significance of this contact has not been determined yet (Bačani, 1997) . Due to its areal extent and hydrogeological characteristics, Velika Kopanica is the most interesting for research in the wider area of the regional well field Eastern Slavonia. Velika Kopanica is the aquifer composed of gravel and sand with a limited extent along the River Sava and has the most favourable hydrogeological characteristics in the area between Kopanica, Gundinci and Kruševica (Capar, 1992) . The River Sava partially flows through the layer and the aquifer extends beneath the river to the territory of the Federation of Bosnia and Herzegovina (see Figure 2) . Overlying deposits of the aquifer at the Croatian part of the study area are composed of silty clay and sand with frequent lenses of clay and thinner layers of sand and fine gravel and its thickness depends on the location. Sometimes it reaches over 40 meters. The aquifer is composed of gravelly sand whose thickness is 30 to 40 meters. Very often it is discontinued by 3-7 meters thick layers of clay and silty material. The bedrock of the aquifer is composed of clay (Pekaš & Brkić 2007 ). The aquifer Velika Kopanica extends beneath the Sava River to the territory of the Federation of Bosnia and Herzegovina where it is called the water body Odžak and the water body Orašje (Srkalović, 2012) . The interpretation of hydrogeological relations at the territory of the Federation of Bosnia and Herzegovina was performed based on the data from the wells drilled to a depth of 200 m (see Figure 2) .
The overlying deposits of the water body Odžak are composed of 6-14 meters of impermeable clay and silty and sandy clay (wells AB-5 and AB-2). The wells drilled in the area of the water bed Odžak descend to the groundwater much deeper since the first layer is situated at a depth of 50 to 75 m and the second one at a depth of 113-150 m. The layers up to a depth of 65 m consist of clayey deposits, deposits of fine-sized gravel and sand which are quite clayey. The captured layers are composed of sand and medium to coarse-grained gravel. Between the gravelly layers there are 5 to The overlying deposits of the water body Orašje is composed of clay and clayey sand the thickness of which is 5 to 10 meters (see Figure 3) . The water body Orašje is composed of four gravel and sand water-bearing layers which are separated by 3 to 7 meters thick semi permeable clayey deposits. For the purpose of water supply, the wells are drilled to a depth of 70-200 meters. The first sand layer is situated at a depth of 5 to 25 meters. The second layer, composed of gravel and sand, is situated at a depth of 30 to 47 meters and the third layer at a depth of 50 to 73 meters is composed of fine to medium gravel. At the location Domaljevac, a well was drilled to a depth of 200 m (BD-1). By means of the core determination it was determined that the deposits at the depths of 80 to 200 meters are made of clayey gravel and sand of 80 meters thickness, with layers of clay varying from 3 to 20 meters of thickness. In addition, similar to the water body Odžak the layers of marl are drilled at a depth of 180 meters, with a total thickness of 15 m. Hydrogeological characteristics of the wider area of the regional well field Eastern Slavonia are shown on the hydrogeological map (see Figure 4) . The map was created based on the data provided as the result of previously conducted research, drilling and pumping tests, as shown in Table 1 . The following criteria were taken into consideration: depth to groundwater, depth to the solid rock and hydraulic conductivity. The legends are drafted based on the descriptions provided in the publication Hydrogeological Maps, a Guide and a Standard Legend of the International Association of Hydrogeologists (Struckmeier & Margat, 1995) . In the hydrogeological map, the study area is divided into Quaternary deposits with high, medium and low transmissivity. The area with high transmissivity is situated mainly by the River Sava and at the territory of the Federation of Bosnia and Herzegovina. The aquifer is confined and semi-confined, composed of gravel and sand with high transmissivity and high hydraulic conductivity. In the area around Odžak (see Figure 4 ), east and north of the deposits with high transmissivity, there are Quaternary deposits with medium transmissivity. The regional well field Eastern Slavonia -Sikirevci is situated in the area where the Quaternary deposits with medium transmissivity are captured. The aquifer is also determined as confined and semiconfined and composed of gravel and sand whose thickness attains values over 90 meters. North of the Quaternary deposits with medium transmissivity, there are deposits with transmissivity values between 1500 -3000 m 2 /day. The deposits are with low transmissivity and they are present within the sand aquifer whose thickness is uneven and lower in relation to the thickness of the aquifer composed of gravel and sand.
Hydrogeological and lithological characteristics at the location of the regional well field Eastern Slavonia -Sikirevci
At the wider area of the well field "Eastern Slavonia" 26 observation wells and 9 pumping wells were put in place in the period from 2005 to 2008 (between the community of Gundinci and the River Sava) (see Figure 5 ). The monitoring wells were drilled to a depth from 25.7 to 96 meters and the pumping wells to a depth from 67.5 to 82 meters. Based on the data obtained during water potential study, depending on the location, three to five intervals of sand and gravel deposits were discovered.
The overlying deposits of the studied areas are mostly composed of clay 5 to 10 meters thick (see Figure 6 ). The clay layers alternate with the layers of clayey and sandy silt, sandy clay and clayey sand. The thickness of the covering deposits varies, depending on the location, up to a depth of 40 meters. The aquifer deposits are composed of gravelly sand and sandy gravel, which are partially clayey. These horizons are found in intervals of 29 to 36 meters, 51 to 57 meters and 69 to 75 meters. Between the first water-bearing layer, which is composed of silty and clayey gravel and the second water-bearing layer, composed of gravelly sand, there is a thin layer consisting of 3 to 4 m of clay (see Figure  6 ). Between the second and the third layer, composed of gravelly sand, there are layers of clay and silt, whose thickness is 3 to 7 meters. Within the third layer, a layer of conglomerate -cemented gravel was found with an average thickness of 10 to 29 centimetres (Pekaš & Brkić, 2007) . The base is composed of clay which was found at a depth of over 80 meters. During previous studies, it was determined that hydrogeological characteristics of the studied area are variable in the lateral and vertical profile as a result of a variable lithological structure of the studied area (Briški et al., 2013) . By means of a mathematical model of the groundwater flow, it was determined that groundwater is mainly under pressure (Brkić & Larva, 2008) . The average hydraulic conductivity of the studied aquifer amounts to about 150 m/d and the storage coefficient is 2x10 -4 (Briški et al., 2013).
Hydrogeochemical characteristics of the groundwater of a wider area of the regional well field East Slavonia -Sikirevci

Hydrogeochemical characteristics of the groundwater at the site of the regional well field Eastern Slavonia -Sikirevci
Hydrogeochemical characteristics of the groundwater at the site of the regional well field Eastern Slavonia -Sikirevci were determined based on 218 analyses of raw water from the pumping well at the well field. The water analyses concern the period from 2005 to 2014. In Table 2 , basic statistical data for the parameters of the water quality at the well field are shown as well as a maximum allowable concentration, following the Rulebook on the Parameters of Assessment and Methods of Analysis of Water for Human Consumption (OG 125/13; 141/13). At the regional well field Eastern Slavonia -Sikirevci raw water temperature varies from 12.3 to 26.10 0 C, raw water pH is neutral to weakly alkaline, i.e. from 7.0 to 8.12. The groundwater is mostly soft to moderately hard with values from 171 to 335 mg/l CaCO 3 . The level of dissolved organic matter is occasionally higher than the maximum allowable concentration for drinking water and amounts to 101 mg, which can be concluded from the values of the chemical oxygen demand (COD) expressed in mg/l O 2 . The values of free ammonium occasionally exceed the maximum allowable concentration for drinking water. The level of nitrates and phosphates is lower than the maximum allowable concentration for drinking water. The values of arsenic in the groundwater in the area of Gundinci (Z-2, SPB-4 and SPB-6) and Sikirevci (SPB-13) exceed the maximum allowable concentration for drinking water. Naturally increased to high concentrations of arsenic are typical for the groundwater of the Pannonian Basin which encompasses parts of Hungary, Romania, Croatia, Serbia and Slovakia (Oreščanin, 2013) . The type and geochemical composition of the groundwater in this area is strictly determined by lithological, sedimentological and palaeographic factors (Rowland et al., 2011) . Increased concentrations of arsenic are most likely caused by the dissolution of oxidehydroxide of iron, manganese and aluminium due to reductive conditions in the aquifer (because of a high content of organic matter and/or microbiological activity), which leads to the desorption of arsenic (Ujević et al., 2010) . The gravel and sand deposits at the location of the regional well field originate from southern and south-western elevations, while in the Quaternary sediments of the Slavonia-Srijem depression minerals from metamorphic rocks of Slavonia and Bosnian serpentine zone were found. Based on the interpretation of grain size and mineralogical analyses of the samples taken from the drilling fluid, it was concluded that in the mineral composition fractions of large grains are minerals originating from source rocks of different composition and from different distribution areas, but the rocks of southern origin, i.e. Bosnian serpentine zone, were still the most predominant ones (Mutić, 1993) . The groundwater pH values in the aquifer at the location of the regional well field Eastern Slavonia are mostly between 7 and 8 resulting from weaker processes of silicate hydrolysis. The lower chemical consumption of oxygen is a result of a lower level of dissolved organic matter in relation to groundwater from clayey and silty deposits. Due to the alteration of alumosilicates to clay minerals, a dissolution of certain mineral components within diagenetic processes takes place in which the cations: Ca Based on the data of water quality, twelve analyses of the groundwater with a total of 23 measured parameters of water quality from the well field Sikirevci were chosen. By means of statistical software STATISTICA 8 and using R-mode cluster analysis, the geochemical affinity/origin of water quality parameters was determined. The hierarchical grouping method results in a graphic representation of individual groups in the form of a hierarchic tree or dendrogram based on positive values from the correlation matrix (Brown, 1998) . In order to assess the similarity of geochemical affinity, i.e. origin, between the indicators of groundwater quality, Ward's method based on the analysis of variance was used. Ward's method has a strict classification requirement based on which clusters are formed in the way that the distance between individual variables is the minimum possible distance. In assessing the similarity, only one link was used, i.e. the closest one from the correlation. Pearson r distance was used in the processing of the results of water quality indicators. By analysing the dendrogram of geochemical affinity of variables in the samples of groundwater (see Figure 7) it can be deducted that the quality parameters in the water are a consequence of the dissolution of alumosilicates, mostly clay minerals, organic matter and anthropogenic input. However, the relatively small number of available complete analyses hinders the interpretation of the dendrogram. The first group of parameters/clusters composed of aluminium, ammonium, arsenic, potassium, iron, copper, manganese and lead indicates the origin of the parameters related to the hydrolysis of silicate minerals and reductive conditions of the aquifer. The second group of parameters/clusters consists of three sub-groups or sub-clusters. The first sub-group represents complex parameter affinities of different origin which are to a lesser or greater extent related to geochemical processes including the presence of organic matter and its decomposition (barium, mercury, COD, orthophosphates and sodium) and their origin can be natural and/or anthropogenic. The second sub-group is composed of sulphates, chlorides, nitrates, nitrites, zinc, silver and calcium and their origin can mostly be related to anthropogenic input (for example mineral fertilizers, natural fertilizers, domestic wastewater and the like). The third sub-group (fluorides, silicates, magnesium) represents non-reactive geochemical indicators whose origin in the groundwater of the well field Sikirevci is most likely natural. 
Hydrogeochemical characteristics of the groundwater at the location of the well field Bosanski Šamac
Hydrogeochemical characteristics of the groundwater at the location of the well field Bosanski Šamac were determined based on 119 groundwater analyses. The data on the water quality were gathered from Šamac Waterworks and the Sewage Company. 
DL-detection limit; marked in red -maximum recorded values of the parameters exceeding the MRL
In the area of Bosanski Šamac, raw water temperature varies from 19.91 to 22.90 0 C, pH is weakly alkaline, i.e. from 7.2 to 8.3. The groundwater is mostly soft and the total hardness is between 20.09 and 34.53 mg/l CaCO 3 . The level of dissolved organic matter occasionally exceeds the maximum allowable concentration in drinking water which can be concluded from the values of COD which ranges from 1 to 6.5 mg, calculated based on the KMnO 4 consumption and expressed in mg O 2 /l. The values of free ammonium, nitrates and nitrites do not exceed the maximum allowable concentration for drinking water. The dendrogram of the geochemical affinity/origin of water quality parameters in the samples of groundwater of the pumping well Bosanski Šamac is composed of two main groups of variables/cluster (see Figure 8) . The basic origin of groundwater quality parameters/clusters of the first group of parameters indicates that the lithological profile of the aquifer includes mostly alumosilicates and partially carbonates (Cu, Cl -, Mg, SO 4 2-, K, Na Cr, Se, Ca, Hg, TDS dried at 105 C and total hardness). The increased values of potassium and chloride ions are probably related to the use of NPK mineral fertilizers. The second group is related to the affinity and origin of the parameters associated with the present organic component in the aquifer, probably of anthropogenic origin, due to close relation with the temperature of the groundwater and the pH value which depends on seasonal hydrological circumstances and leaking from the terrain surface to groundwater.
Hydrogeochemical characteristics of the groundwater at the location of the well field Odžak
Hydrogeochemical characteristics of groundwater at the location Odžak were determined based on the data on groundwater quality from the well field Odžak. A total of 24 groundwater analyses were gathered from the Public Company Komunalac Ltd. Odžak. Table 4 Odžak and the maximum allowable concentration pursuant to the Rulebook on the Parameters of Assessment and Methods of Analysis of Water for Human Consumption (OG 125/13; 141/13). The analyses relate to the period from 2004 to 2010. For the pumping well in Odžak, no complete C analysis which would include all major cations and anions was available. 
DL-detection limit ; marked in red -maximum recorded values of the parameters exceeding the MRL
At the well field Odžak, raw water temperature varies from 12 to 16 C, raw water pH is neutral to weakly alkaline, i.e. from 7.0 to 7.7. The level of dissolved organic matter occasionally exceeds the maximum allowable concentration for drinking water which can be concluded from the values of oxidation potential which is 7.5 mg and is expressed in mg O 2 /l. The values of free ammonium, nitrates and nitrites do not exceed the minimum allowable concentration for drinking water. The dendrogram shows clearly separated variables (see Figure 9 ) based on their geochemical affinity and origin, i.e. two groups of parameters/clusters.
The first group of parameters/clusters includes ammonium, manganese, turbidity, nitrates and COD. This group is called the organic cluster since it groups the variables the origin of which is related to the decomposition of organic matter (NH 3 , Mn, turbidity, COD) . The second group is formed by dissolved iron, calcium, magnesium, chloride ion, pH value, conductivity and temperature and mainly pertains to the natural geochemical environment which reflects groundwater temperature and lithological profile of the aquifer. Since no complete C analysis is available for groundwater at the well field Odžak, the interpretation of the dendrogram is very simplified because groundwater monitoring did not include measurements of other inorganic and organic water quality parameters. 
Overview of geochemical characteristics of the groundwater at the wider area of the regional well field Eastern Slavonia -Sikirevci
Based on the gathered data on the groundwater quality at the locations of Sikirevci, Bosanski Šamac and Odžak, the groundwater quality in a wider area of the regional well field Eastern Slavonia -Sikirevci was analysed. The level of iron and manganese in the groundwater in the area of Sikirevci and Odžak occasionally exceeds the maximum allowable concentration for drinking water while the values of these parameters in the groundwater in the area of Bosanski Šamac are below the maximum permissible levels (see Figure 10 ). In the area of Odžak, the maximum concentration of iron is 950 µg/l and the mean value is 238.26 µg/l while the maximum recorded concentration of manganese is 570 µg/l with the mean value of 94.7 µg/l. In the area of Gundinci (Z-1, Z-2; SPB-3,4,5,) the groundwater contains increased concentrations of iron and manganese which exceed the maximum allowable concentrations for drinking water. The average concentration of iron in the groundwater in the area of the well field is 101.81 µg/l and of manganese 29.71 µg/l. The maximum concentration of manganese was recorded in 2004 in the well field Z-1 in Gundinci and the value was 167.30 µg/l while the maximum concentration of iron in Gundinci recorded in the same year amounted to 1517.5 µg/l in the drilling fluid of SPB-3. The level of calcium in all three locations is between 37.30 and 208.94 mg/l, chloride between 1.20 and 68.00 mg/l and nitrates from detection limit to 14.60 mg/l (see Figure 11) . COD was calculated based on the consumption of KMnO 4 : in the area of Sikirevci it is mostly below the maximum allowable concentration in drinking water and ranges from 0 to 1.60 mg/l, in the area of Bosanski Šamac and Odžak it occasionally exceeds the maximum allowable values of concentration. In the groundwater at the location of Bosanski Šamac, COD ranges from 1.10 to 6.50 mgO 2 /l and at the location Odžak from 0.90 to 7.50 mgO 2 /l.
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Conclusion
The aquifers of a wider area of the regional well field Eastern Slavonia -Sikirevci, pertain to alluvial deposits of the River Bosnia. They are composed of gravel and sand, their areal extent is restricted to the wider area along the River Sava and the most favourable hydrogeological characteristics are found in the area between Kopanica, Gundinci and Kruševica in the Republic of Croatia. The aquifer is situated from Donji Svilac in the West to Domaljevac in the East, where its yield is the highest. The aquifer thickness decreases towards the water body Odžak. Having in mind the aforementioned, it is clear that the recharge area of the regional well field Eastern Slavonia -Sikirevci is situated at the territory of both the Republic of Croatia and the Federation of Bosnia and Herzegovina. In a wider area of the regional well field Eastern Slavonia, Quaternary deposits with high, medium and low transmissivity are found. The area with very high transmissivity is situated mainly at the territory of the Federation of Bosnia and Herzegovina where gravelly and sandy aquifers with very high transmissivity and hydraulic conductivity are found. The regional well field Eastern Slavonia -Sikirevci is situated in the area where Quaternary deposits with medium transmissivity were drilled. The water-bearing layers are gravelly and sandy, confined and semi-confined, whose thickness attains values over 90 meters. Quaternary deposits with low transmissivity are characterized by sandy layers the thickness of which is uneven and lower than the deposits with medium and high transmissivity. The deposits with low transmissivity spread in the northern part of the study area and are situated around Donji Andrijevci, Strizivojna and Vrpolje. Available analyses of the groundwater from the pumping wells in the wider area of the regional well field indicated that the concentrations of arsenic, ammonium, manganese, iron, chemical oxygen demand and nitrates often exceed the maximum allowable concentration for drinking water. Based on the analysis of the dendrogram of geochemical indicators, the geochemical affinity in the samples of the groundwater in the area of the well field Sikirevci, it can be noted that the groundwater quality is the result of the dissolution of alumosilicates, mostly clay minerals, as well as organic matter decomposition and anthropogenic input (mainly from agriculture). At the location of the well field Eastern Slavonia, two groups of variables/clusters were yielded. The first group (aluminium, ammonium, arsenic, potassium, iron, copper, manganese and lead) indicates the origin of parameters related to hydrolysis of silicate minerals and reductive conditions of the aquifer. The second group consists of three subgroups representing complex parameter affinities of different origin that are to a lesser or greater extent related to geochemical processes including the presence of organic matter and its decomposition (barium, mercury, COD, orthophosphates, sodium) and their origin can be natural and/or anthropogenic. The dendrogram of the geochemical affinity/origin of water quality parameters in the samples of groundwater in the area of the well field Bosanski Šamac also shows the existence of two groups of variables/clusters. The first group indicates that the lithological profile of the aquifer includes mostly alumosilicates and partially carbonates (Cu, Cl -, Mg, SO 4 2-, K, Na Cr, Se, Ca, Hg, TDS dried and total hardness), related to the lithology of the wider catchment area. The second group is related to the affinity and origin of the parameters associated with the present organic component in the aquifer, probably of anthropogenic origin, due to its close relation with the temperature of the groundwater and the pH value which depends on seasonal hydrological circumstances. The increased values of potassium and chloride in the groundwater of the pumping well in Bosanski Šamac indicate the influence of NPK mineral fertilizers. In the area of Odžak, dendrogram variables are very clearly grouped based on their geochemical affinity. The first group of variables/clusters is called the organic cluster since it groups the variables the origin of which is related to the decomposition of organic matter. The second group is formed by dissolved iron, calcium, magnesium, chloride ion, pH value, conductivity and temperature and mainly pertains to the natural geochemical environment which reflects the groundwater temperature and lithological profile (mineralogical content) of the aquifer. Based on the mean values of the compared parameters, groundwater quality is clearly higher in the area of Sikirevci than in the other studied areas (Bosanski Šamac and Odžak), probably due to pollution in the section located in the Federation of Bosnia and Herzegovina. Anthropogenic pollution is probably derived from domestic wastewater due to the inexistence of public utility infrastructures and wastewater treatment facilities, as well as the unsupervised application of agrotechnical chemicals. For the purpose of groundwater quality management in the analysed crossborder area, it is necessary to harmonize a common program of monitoring both the quantity and the quality of groundwater of all water bodies. This should be preceded by detailed hydrogeological, hydrogeochemical and hydrological research with a special emphasis on the research of hydrodynamic relations between individual water bodies. The obtained results will undoubtedly contribute to a better validation of the natural and specific vulnerability of cross-border water bodies, i.e. groundwater reserves.
